
The M1 Reverse Osmosis System is a cost effective water treatment solution 
with enhanced features, which help reduce operating and post treatment costs.  
The M1 Reverse Osmosis system helps you reduce maintenance costs by reducing 
contaminants* from your water that affect taste and clog equipment. Control your 
installation costs by using a system configured for your unique needs. Keep your 
operating costs low with an easy-to-use electronic controller.

The M1 RO is part of the Culligan Matrix Solutions™ that combine durable and 
efficient equipment, systems experience, and technical experts who understand your 
unique requirements. From planning your system to installing your water treatment 
equipment, Culligan Matrix Solutions offer options that help deliver the quality of 
water to meet your needs. Consult with a Culligan representative to create your 
solution.
*contaminants may not necessarily be in your water.

Culligan Matrix Solutions Advantages:
•	Simple	System	Integration	
•	 Global	Product	Platform
•	 Flexible	Configurations
•	Quick	Delivery/Easy	Installation
•	 Culligan	CP+	Controller

Excellent water quality is a smart 
business decision.

The Culligan® M1 Series 
Reverse Osmosis System

•	 AGRICULTURE
•	 Assisted	Living
•	 Automotive
•	 BIO-PHARMACEUTICAL
•	 BotAnicALs
•	 BottLed	WAter	PLAnts
•	 cAsinos
•	 chemicAL	Processing
•	 commerciAL	BuiLdings
•	 dAiries	
•	 educAtionAL	FAciLities
•	 energy/PoWer/
cogenerAtion

•	 eLectronics	
•	 government
•	 grocery
•	 Food/BeverAge
•	 heALth	cLuBs
•	 hoteLs/Lodging
•	 hosPitALs/heALthcAre
•	 ink/dye	Production
•	 LABorAtories	
•	 LAundry
•	 mAnuFActuring

•	 mArine
•	 miLitAry
•	 muLti-unit	housing
•	 municiPALities
•	 PLAting/coAting
•	 Printing
•	 PuLP/PAPer
•	 oiL/PetroLeum/gAs
•	 TEXTILE
•	 theme	PArks
•	 universities
•	 vehicLe	WAsh

EXAMPLES OF MARKETS SERVED: 

Membrane
Solutions

deionization	
Solutions

Storage
Solutions

distribution	
Solutions

Pre-treatment	
Solutions



M1 Plus Reverse Osmosis System

Model
Nominal Capacity*

(gpm/lpm)
Nominal Capacity*

(gpd/m3/h)
Module Qty & Size Nominal System Recovery (%) Motor    HP - kW

Dimension   L x W x H
(inches – milimeters)

M1-1S
0.17 250

(1), 2.5”x 21” 25
1/3 37 x 10 x 37.75

0.65 0.04 0.25 940 x 254 x 959

M1-2S
0.35 500

(2), 2.5”x 21” 50
1/3 37 x 10 x 37.75

1.31 0.08 0.25 940 x 254 x 959

M1-3S
0.52 750

(3), 2.5”x 21” 50
1/3 37 x 10 x 37.75

1.97 0.12 0.25 940 x 254 x 959

M1-2L
0.83 1200

(2), 2.5”x 40” 50
3/4 37 x 10 x 46.25

3.15 0.19 0.56 940 x 254 x 1175

M1-3L
1.18 1700

(3), 2.5”x 40” 50
3/4 37 x 10 x 46.25

4.47 0.27 0.56 940 x 254 x 1175

M1-4L
1.53 2200

(4), 2.5”x 40” 50
3/4 37 x 10 x 46.25

5.78 0.35 0.56 940 x 254 x 1175

System Specifications

Specification US Metric

inlet	Pressure	(dynamic)	 20	–	50	psig 1.4	–	3.5	bar

maximum		
operating	Pressure

95	–	152	psig 6.6	–	10.5	bar

Power
	 voltage
	 Frequency
	 Phase

115	v
60	hz

1

220	v
50	hz

1

Feed	Water		
temperature

33	–	100°	F 1	–	38°	c

turbidity,	maximum <	1	ntu <	1	ntu

ph	range 6	–	11 6	–	11

chlorine,	max. 0	mg/l 0	mg/l

total	dissolved	solids,	
max.

2500	mg/l 2500	mg/l

silt	density	index	
Well	Water
surface	
Water

<	3
<	5

<	3
<	5

iron,	maximum <	0.1	mg/l <	0.1	mg/l

salt	rejection,	nominal >	98	% 	>	98	%

Product	Water	hard-
ness	

<	1%	raw	
hardness

<	1%	raw	
hardness

Standard Features
•	 Wall	mount	design
•	 	rotarty	vane	Pump
•	 inlet	solenoid	valve
•	 Pretreatment	sediment	Filter
•	 220	v/50	hz	
	
	
	

•	 	concentrate	and	recirculation		
throttling	valves

•	 Pressure	indicators
•	 FrP	membrane	housings
•	 rotameter	style	flow	meters	
	
	
	

•	 culligan	cP+	control	Panel
	- Level	control	input
	- Pretreatment	Lockout
	- startup	Flush/timed	Flush
	- Low	pressure	auto-restart
	- indicator	Lights

Examples of RO Applications

•	 	ice	Production/drinking	Water	-	reduces	
scaling,	improves	taste	and	clarity

•	 	steam	Production	-	reduces	scaling		
and	maintenance

•	 	humidification	-	reduces	scaling		
and	dusting

	

•	 	misting-reduces	scaling	and	help	extend	
equipment	life

•	 	Pretreatment	for	high	Purity	systems	-	
reduces	regeneration	requirements

	
	
	

•	 reclaim/recycling	-	Water	conservation
•	 	Washing	and	rinsing-improves		
performance,	spot-free	rinses	

Optional Features & Accessories
•	 multi-stage	Pretreatment	Filters
•	 storage	tanks
•	 Level	controls
•	 chemical	Feed	Pumps	
	
	

•	 ultraviolet	sterilization
•	 Pressurized	storage	system
•	 Floor	stand
•	 global	Power	Platform	
	
	

•	 		Additional	customization		
Available	on	request

•	 Auto	shut	down	on
	 high	Product	tds

*	Nominal	capacity	based	on	new	RO	membranes	operating	on	a	properly	pretreated	feed	water	of	500	ppm	TDS	as	NaCl,	77	°F	(25	°C),	Silt	Density	Index	(SDI)	below	3,	and	supplying	water	to	atmosphere.	Productivity	will	vary	depending	on	the	actual	feed	water	quality	and	temperature.

Finally, an end-to-end solution from a single source.

Place your commercial and industrial water treatment needs in the hands of a global leader.
For	over	75	years,	Culligan	has	made	better	water.	Our	global	network,	comprised	of	800+	dealers	and	international	licensees	in	over	90	countries,	is	dedicated	to	addressing	your 

water-related problems. As a worldwide leader in water treatment, our sales representatives and service technicians are familiar with the local water conditions in your area. Being global 
and local position us to deliver customized solutions to commercial and industrial water issues that affect your business and your bottom line.

QUALITY SYSTEM CERTIFIED ACCORDING TO UNI EN ISO 9001:2008 NORM

CULLIGAN ITALIANA SpA
40057	cadriano	di	granarolo	dell’emilia	(Bo)	itALy		•		via	gandolfi,	6		•		tel.	+39	051.601.7111		•		Fax	+39	051.76.56.02		•		culligan@culligan.it		•		www.culligan.it

Culligan reserves the right to change 
any technical or design specifications 
for the models shown in this brochure.

Culligan Guarantee – Any manufacturing defects and 
corrosion are covered by the Culligan guarantee’s 
norms.
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